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- MEMORANDUM
. TO: " The Members of the Chesterfield County Planning Cemmission

FROM: Thomas E.J a’cobsOn, Director.of Plannin ﬂ/l\ _
“ DATE: Auygust 11,2003
SUBJECT: 'Connectivity.’Policy

PROPOSED POLICY: The proposed connectivity policy sets forth specific requirements for
makmg connections to or prov1d1ng stub streets. There are also certain limited instances where
- connection to stubs streets ‘may be waived. Also, the policy sets forth the desired. spacmg for the
- over network of non-frontage type streets: (See Attachment A)

STAFF RECOMMENDATION : Staff will present a follow-up graphic presentation on the policy

and addreSs questions regarding street spacing raised at the June 17, 2003 work session. Staff
- recommends the Planning Commission set a public hearrng on the attached policy in conJunctlon
- with the Emergency Access Policy. :

BACKGROUND The proposed policy was presented to the Planning Comm1ssron on June 17,
2003. Questions were raised regarding the street spacing provision of the policy that deals with the
overall street network of through streets planned to facilitate travel through residential areas. The
policy would require spacing of the through streets to be increase or decrease based upon density.
This circulation network will provide more alternatives for traffic movement, reduce traffic loading
on arterial streets and avoid the needed development of streets in excess of four lanes. Staff was
directed to prepare a follow-up presentation on this subject at the August work session. The draft
policy is attached. (See Attachment A)
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o pﬁr'p%ose_: I

- . rrThe purpose of stree
resrdents by prov1d1ng mult1ple means' of access (b) reduce travel time and d1stance between

g artenal and collector streets

Attachment A

RESIDENTIAL SUBDIVISIQ VJTY POLICY -

b Draft :August 11, 2003

terconnect1v1ty shall be to: (a) 1mprove pub11c safety response time to

e direct access onto the street and (d) ma1nta1n the traffic carry1ng capac1ty of

- “'-.'"'I'Standards- :

_ 1 New streets: shall be stubbed to undeveloped land ‘unless an evaluation of the adJacent |
e _propelty determines that ‘ : e

(a): the undeveloped property at that locat1on has development constraints such as but not

h ] ! tlocatron :

© the street connection ‘creates a v1olat10n of ,the Plannmg Comm1s51on S Stub Road
Policy; or - S S ,

(d) the connectlon would prov1de sole access to non-res1dent1a1 property

20 Streets in new subd1v1310ns shall connect to all adJ acent stubs unless the resultant local street

5'-'pattem would create a trafﬁc count that exceeds the Planning Comm1ss1on s Stub Road Policy.

| Connectlon to.a: stub street within a subdivision that complies with street access requirements as
L spec1ﬁed in Sectlon 17 76.(h) of the Subdivision Ordlnance may be waived if:

(a) there are a sufficient number of other stub streets to adequately dlsperse the traffic and
. not.cause a concentrated use of any one stub street connection; or
_ (b) the connectlon to a, partlcular stub will cause a concentrated traffic at that location.

: 3 SublelSlon des1gn shall facilitate” 1nterconnect1v1ty w1th1n its limits through the layout of the
overall street network. The design concept of solely using multiple unconnected cul de sacs shall
- be evaluated and approved based upon c1rculat1on topographlc and environmental constraints.

' .'J:;’The followmg table deplcts the des1red spacing of through streets to facilitate travel through
res1dent1al areas. The spacing or frequency of the streets decreases with density so as to provide
: more alternat1ves and avoid or reduce the construction of streets in excess of four lanes.



Density Through Street Spacmg e '
<1dv/a 1 1/2 miles i in each d1rect1on
1.01 —2 du/a 4,000 to 2,500 feet in each d1rect10n *E

2.01 —4 du/a 2,500 to 2,000 feet in each direction ** _
>4.01 du/a Street spacrng will be reviewed on a case by case ba51s ‘

*  Through streets 1nclude artenal collector-and re51dent1al collector streets -
** Spacing between streets decreases proportlonally to 1ncrease in den51ty

4. Where street extensmns are not required, the subd1v1der shall construct a system of .
pedestnan pathways which will fac111tate pedestrran travel w1th1n and to adJ acent development b

5. The subdivider shall initially install and maintain thorough the hfe of the prOJect s1gns(s) on-
all stub roads. The purpose of such signs shall be to advise the public that the extensron of the -
stub is planned P .

Applicability

This policy shall apply to any zonlng case filed or any tentatlve subd1v1$1on plat that receives
approval after (IN SERT DATE) Any, property that rec ived zonlng or tentat1vesubd1v1s1on plat i

of this pohcy shall be governed by those condltrons

Adopted (INSERT DATE)





